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Tyre (Tire) Products

WARNING: 
Eye protection and gloves must be worn when using this product.

All dimensions are in inches and (millimeters).

WARNING: Wear safety goggles user and bystander. 

Bead Breaker – Slide Hammer  
 
 

•	Used for breaking beads on car and truck tyres.

•	High-tensile steel hexagon shaft for excellent control. 

•	Well-balanced heavy unit with the weight where needed most - in striker.

•	Hardened and tempered foot for durability and toughness.

•	Good length to minimize back strain.

•	Correctly heat treated to best suit product application.

Cat. No. Foot Width Hexagon Shaft Diameter Overall Length Weight

5BB122 1-1/2" (40 mm) 25/32" (20 mm) 43" (1090 mm) 15.07 lbs. (6.84 kg)

5BB122

Bead Breaker – Heavy Duty Slide Hammer 

 
 
 
 
 

•	Used for breaking beads on car and truck tyres.

•	High-tensile steel hexagon shaft for excellent control. 

•	Handled for two-person use.

•	Well-balanced heavy unit with the weight where needed most − in striker.

•	Hardened and tempered foot for durability and toughness.

•	Good length to minimize back strain.

•	Correctly heat treated to best suit product application.

Cat. No. Foot Width Hexagon Shaft Diameter Overall Length Weight

7BB124 1-1/2" (40 mm) 25/32" (20 mm) 44" (1115 mm) 24.25 lbs. (11 kg)

7BB124

Cleat Bar 
 
 
 

•	Used for removing rims from hubs on large earthmoving vehicles.

•	Forged from tough 4140 alloy steel.

•	Heat treated for maximum toughness and to best suit product application.

•	Finely ground ends for increased productivity.

Cat. No. Diameter Overall Length Weight

7CL900 7/8" (22 mm) 36" (900 mm) 5.29 lbs. (2.40 kg)

7CL900
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WARNING: 
Eye protection and gloves must be worn when using this product.

All dimensions are in inches and (millimeters).

WARNING: Wear safety goggles user and bystander. 

Tyre (Tire) Lever – Heavy Duty 

 

•	Used for removal and fitting of 4WD car and truck tyres.

•	Forged from tough chrome alloy steel.

•	Correctly hardened and tempered to be tough and resilient.

•	Fine tapered and ground ends for easier use and prevention of damage to tyres.

•	Correctly heat treated to best suit product application.

Cat. No. Hexagon Diameter Overall Length Weight

5TL600HD 25/32" (20 mm) 24" (600 mm) 3.30 lbs. (1.5 kg)

5TL600HD

Tyre (Tire) Lever 
 
 
 

•	Used for removal and fitting of 4WD car and truck tyres.

•	Forged from tough chrome alloy steel.

•	Correctly hardened and tempered to be tough and resilient.

•	Fine tapered and ground ends for easier use and prevention of damage to tyres.

Cat. No. Thickness Width Overall Length Weight

5TL600 27/64" (10.8 mm) 1-7/64" (28 mm) 24 -1/2" (620 mm) 2.51 lbs. (1.14 kg)

5TL600

Tyre (Tire) Levers – Truck 
 
 
 
   
 
 

•	Used for removal (MTL1) and fitting (MTL2) of tubeless truck tyres.

•	Designed for function and long life.

•	Forged from tough chrome alloy steel.

•	Fine tapered and ground ends to eliminate damage to tyre.

•	Good length for great leverage.

•	Correctly heat treated to best suit product application.

Cat. No. Hexagon Diameter Overall Length Weight

5MTL1 25/32" (20 mm) 36-39/64" (930 mm) 5.18 lbs. (2.35 kg)
5MTL2 25/32" (20 mm) 36-39/64" (930 mm) 5.18 lbs. (2.34 kg)

5MTL1

5MTL2
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Welding & Mining Specialty

WARNING: 
Eye protection and gloves must be worn when using this product.

All dimensions are in inches and (millimeters).

WARNING: Wear safety goggles user and bystander. 

Chipping Hammer – Spring Grip 

Chipping Hammer – Rubber Grip

5WHRG

5WHSP

•	Used for chipping off slag and spatter around welds.

•	Also used as geologists’ or miners’ tool.

•	Head forged from chrome alloy steel and hardened and tempered for 
maximum toughness.

•	Ground and sharpened vertical chisel and diamond point.

•	Excellent balance with hardened ends that do not flatten when chipping.

•	Correctly heat treated to best suit product application.	

•	Used for chipping off slag and spatter around welds.

•	Also used as geologists’ or miners’ tool.

•	Head forged from chrome alloy steel and hardened and tempered for 
maximum toughness.

•	Ground and sharpened vertical chisel and diamond point.

•	Excellent balance with hardened ends that do not flatten when chipping.

•	Correctly heat treated to best suit product application.

Cat. No. Head Length Overall Length Weight

5WHSP 6-11/16" (170 mm) 10-5/8" (270 mm) 0.99 lbs. (0.45 kg)

Cat. No. Head Length Overall Length Weight

5WHRG 6-11/16" (170 mm) 10-15/64" (260 mm) 1.14 lbs. (0.52 kg)
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